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SafeCrete Block Properties

	
	Strength Class
	Units

	
	AC-2
	AC-4
	AC-6
	

	Minimum Compressive Strength

f1 AAC


	290
(2.0)
	580

(4.0)
	870

(6.0)
	psi

(MPa)

	Modulus of Elasticity

EAAC

	190x103

(1345)
	296x103

(2040)

	377x103

	psi

(MPa)

	Thermal Conductivity
K

	0.80

(0.11)
	0.97

(0.14)
	1.25

(0.18)
	BTU in / ft2 h (F

(W/mK)

	Thermal Resistance
R

	1.25

(9.09)


	1.03

(7.14)
	0.80

(5.56)
	ft2hr(F/BTU(in
(mK/W)

	Coefficient of
Thermal Expansion


	4.4x10-6

(8x10-6)
	4.4x10-6

(8x10-6)
	4.4x10-6

(8x10-6)
	1/(F

(1/K)

	Dry Density


	31 ( 1.6

(500 ( 25)
	37 ( 1.6

(600 ( 25)
	41 ( 1.6

(650 ( 25)
	lb/ft3
(kg/m3)

	Design Density


	38

(620)
	44

(715)
	48

(765)
	lb/ft3
(kg/m3)


Strength classes are defined for AAC block products in ASTM C 1386.
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